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use, shall have a Most Probable Number Coliform Group Organisms
of more than 5 per 100 ml. of sample.
b. Membrane Filter Test (Optional):
Not more than one (1) sample out of any series of five (5) samples
of water, taken over any period of two (2) weeks while the pool is in
use, shall have three (3) coliforms on a 50-ml. sample or four (4) coli-
forms on a 100-ml. sample with the arithmetic mean density of the
other four samples not exceeding one (1) coliform per 100 ml.
Public Health Reasons
If the bacterial count exceeds the above standards, there is an indi-
cation of inadequate disinfection, improper filtration, or the lack of a
smooth inner-pool surface which is contributing to the harborage of
foreign matter and micro-organism growths.
3. Sampling of Pool Water.
Water samples shall be collected by a representative of the regula-
tory health agency and at such intervals as required by the State
Health Officer.
Sterilized sample bottles will be furnished by the State Board of
Health or other certified laboratory. Sample bottles will contain sodium
thiosulfate and should not be rinsed prior to taking a sample.
Public Health Reasons
An untrained sample taker may contaminate the water while taking
the sample. Only properly sterilized bottles can assure true results. The
sodium thiosulfate is present for dechlorination of the water.
4. Testing Equipment.
Test sets must be provided for the determination of residual disin-
fectant in, and the pH of, the pool water. The range must be such as to
include the amount of residual disinfectant or pH required by the
regulatory health authorities.
Public Health Reasons
Accurate testing equipment must be supplied to determine if proper
chemical dosages are being applied.
5. Disinfection.
Equipment for the disinfection of pool water must be supplied and
kept in good working condition at all times. It must maintain the
amount of residual disinfectant in all parts of the pool as required
by the regulatory health authorities. This equipment must be put in
operation far enough in advance of any swimming in order to have
the required disinfectant residual throughout the pool water, and the
required residual shall be maintained at all times the pool is in use.
Chlorine is the usual disinfectant used with a normal free chlorine
residual requirement of between 0.4 and 1.0 ppm. (Residuals of greater
than 1.0 ppm with accompanying pH of 8.0 to 8.9 is a recent develop-
ment.)


